


>IANUFACTURED W 

THE HEPPES CO 

CHICAGO. U.S. A 



^■■■■■■■■■H^HHBMHHiM 



■■■■MH^^HH^^^B^BBI 




^^^^^_ THE HEPPES CO. CHICAGO, U. S.A. 



V 




A Statement of Facts Concerning 



Utility Wall Board and Its Uses 



WHAT IS UTILITY WALL BOARD? 

It is a fibrous, waterproof board in sheets, to be used instead of lath and plaster. 

You will note that Utility Wall Board is composed of, first — a layer of waterproof fibre; second — an insulation of 

waterproofing; third — a layer of fibre board; fourth- — another 
insulation of waterproofing; and fifth — another layer of water- 
proof fibre. Utility Wall Board not only has two insu- 
WATERPROOF FIBRE lations of waterproofing, but is waterproofed on both sides 

WATERPROOFING against atmospheric moisture, thus insuring a building lined 

FIBRE BOARD 

WATERPROOFING with Utility Wall Board against house damp, so 
waterproof FIBRE common in plastered houses, due to applying wet plaster. 
When plaster is put on the walls it is heavy with water. Part of this moisture passes off into the air, but the most of it 
is absorbed by the surrounding frame and woodwork, causing the woodwork to warp, twist, and open up at the joints. Plaster 
is never thoroughly dry, as it is naturally absorbent and takes up moisture. Utility Wall Board is waterproof and repels 
moisture. 
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Where to Use Utility Wall Board 

Although Utility Wall Board is primarily intended for use as a wall lining, it will be found quick and good for other 
purposes, such as building partitions in stores, factories and offices, or finishing off closets, attic rooms or basements. 

Office buildings, restaurants and stores can be quickly and economically remodeled, floor space repartitioned, or extra 
rooms, closets, etc., put in to suit the desires of any tenant. 

It is so easily cut and handled and so quick and clean to work with, that it has proved itself the ideal wall lining for use in 
bungalows and summer cottages, where one wishes to do part or all of the building without the aid of a mechanic. 

It is the best lining for garages, barns and poultry houses imaginable. 

Club houses and hotels can be finished throughout with practical and artistic effect with Utility Wall Board. 

Because of its ability to withstand shocks, vibrations of heavy city traffic, wind pressure in high buildings, or the jars 
incident to the operation of heavy machinery, Utility Wall Board meets with universal favor for use in factories, warehouses 
and office buildings. 

The more beautiful, economical, sound absorbing and lighter Utility Wall Board takes the place of inartistic, heavy 
and expensive metal ceilings. 

Engine rooms, garages and factories can be given a durable and attractive interior finish, where vibration, concussion and 
exposure make lath and plaster impractical. 

Don't forget that Utility Wall Board is just as useful in churches, public halls, school houses and buildings of that 
character as it is in the home. 

Utility Wall Board is just as usable in remodeling, repair work, or over old plastered walls and ceilings as it is in 
new buildings. It meets with universal approval for false ceilings, temporary partitions, etc. 

With Utility Wall Board you can quickly transform an old out-building into a play house for the children, a neat 
and cozy extra bed room, or a garage, billiard room or shop. 

Make two or more rooms out of one large one; turn a barren and useless attic into a comfortable and pleasant sleeping 
room, study or play room. 

Change a cold, damp basement into a dry and serviceable laundry, work shop or store room. 

Ceil your porches with Utility ^\ T all Board — much neater and easier applied than ceiling lumber. 

The whole house, from cellar to garret, can be transformed and remodeled with artistic and beautiful results. 

And the cost is surprisingly low. 
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DO YOU WANT A LIVING ROOM LIKE THIS IN YOUR HOME? 

This artistic effect can easily be obtained by using Utility Wall Board side walls and ceiling, with the box ceiling beams and side 
wall panel strips stained with mission stain, and the walls and ceiling painted with flat tone paint in mottled effect (See paint 

makers' specifications, pages 20 and 21.) The ceiling beams in this room are made of ordinary one-inch boards, which can be obtained 
from any lumber dealer. The decorative strips on the side walls are also ordinary strips and can be obtained from your dealer These 
should be of a width and thickness to harmonize with the box beams on the ceiling. 

If desired flat walls and ceiling can be obtained by filling the joints with Utility Crack Filler and apply wall paper or burlao instead 
of paint or tint. r F 
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Real Reasons for Using Utility Wall Roard 

Because it is less expensive than lath and plaster. 

Because you only pay for the actual space covered — you don't include doors, windows, etc., in your estimate. (When using lath 

and plaster the plasterer includes all openings in his estimate, and often charges double space for closets, stairways, etc.) 
Because it is easier and quicker applied than lath and plaster — it can be put on in less time than the lath alone. 
Because it is clean and vermin proof. 

Because it can be applied without the dirt, litter, confusion or discomfort incident to a plaster job. 
Because the first cost is the last cost — when once applied it is there to stay as long as the building stands. 
Because it does not have to be done over at frequent intervals — no costly repair jobs caused by falling plaster. 
Because it does not check, chip, crack and fall off as plaster does. 

Because it is a non-conductor of heat and cold — it makes your house warmer in winter and cooler in summer. In fact, it will 

actually save a quarter to a third of your fuel bill. 
Because it is not affected by strains, shocks and vibrations that bring plastered walls and ceilings down in ruins. 
Because it retards the passage of sound. 
Because it is fire retarding — being very slow burning. 

Because you can easily remove a panel when necessary to reach plumbing, gas pipes, heating pipes, or electric wiring. 
Because it is not affected by dampness or climatic changes— being waterproof, it absorbs no moisture in damp or rainy weather; 

therefore is more conducive to good health. It is the most sanitary of all wall linings. 
Because it is perfectly dry and won't cause the woodwork to warp, twist, and open up at the joints as it often does in a plastered 

house (due to wet plaster). 
Because it does not have to dry out before putting on the finish and decoration. 
Because it can be applied in winter or summer — you don't have to wait on the weather. 
Because it is stronger and more durable than lath and plaster. 
Because it will not stain the decorations. 

And hundreds of other reasons equally as good. 

Every day reveals new reasons for the universal adoption of Utility Wall Board walls and ceilings. 
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How Utility Wall Board is Applied 

Utility Wall Board is nailed directly to the studding and ceiling joists. It can be easily and quickly cut with a saw 
to fit any space, and put up by any carpenter; or, by any handy man, if a mechanic is not available. The owner himself can 
apply it at odd moments if he desires, thus saving the labor cost. 

Panelled Walls and Ceilings 

The joints between the sheets may be covered with wide or narrow decorative strips of wood. The thickness and width 
of these decorative strips should depend on the size of the room and the panel effect desired. Beaded mouldings may be used 
for this purpose with very artistic effects. It is possible to obtain a great variety of pleasing and artistic panel effects by using 
Utility Wall Board. 

The walls can be treated in varied wainscot and frieze designs; while arched, beamed or flat ceilings offer wide scope to 
artistic originality. 

Flat Walls and Ceilings 

If a flat wall is desired, the joints and the depressions over the nail heads may be filled with Utility Crack Filler, so 
that wall paper or burlap may be applied to Utility Wall Board successfully, and without any danger of the paper cracking 
at the joints. 

After the Utility Wall Board is nailed to the studding and ceiling joists, if you do not desire a panelled room, simply 
fill the joints and the depressions over the nail heads with Utility Crack Filler, being sure to fill them full enough so that 
when the filler has thoroughly set it will not shrink back past the surface of the board, thus leaving a depression. 

After the Utility Crack Filler has set three or four days, scrape it off smooth with a putty knife or smooth it with 
sand paper, then give it a coat of shellac; after the shellac has dried an hour or two give the entire surface a coat of sizing, after 
which you can apply wall paper or burlap with perfect success. 

Sizing 

A good sizing for the wall may be made by placing one pound of glue in three gallons of water; let stand for six hours, mix 
well, and then apply with a brush. Or, the walls may be given a coat of shellac the same as used over the Utility Crack 
Filler in the joints. 

Where Utility Wall Board is exposed to intense heat, as from a stove or gas jet, the exposed parts should be given a 
coat of shellac or Japan Dryer. 



Page Five 




"-wwm^ww IM^M? 



TT¥ 



IE 




THE HEPFES CO. CHICAGO, U. S.A 




THIS BEDROOM IS LINED WITH UTILITY WALL BOARD 
The joints were filled with Utility Crack Filler, and after giving the walls and ceiling a coat of sizing the wall paper was applied 
— and it doesn't require an expensive paper to obtain a nice room. 

One who wants something really artistic prefers a panel effect instead of a flat wall. Suppose you use panel strips on the side 
walls and ceiling, decorating the walls and ceiling with flat tone paint or tint and staining the panel strips to harmonize with the walls 
and ceiling. This makes a very artistic and sanitary bedroom. Many desirable panel effects can be worked out by a practical builder. 
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Comparing the Cost of Utility Wall Board with Lath and Plaster or Beaded Wood Ceilings 

Plaster is figured by the square yard, and doors, windows, and other openings are charged for — you pay for both the 
material and the labor that would be necessary to cover them. In closets, stairways, octagon corners, etc., an extra charge is 
usually made amounting to about one-half more space. Triangles and other irregular spaces are figured as though square. 

When using Utility Wall Board you only pay for the space actually covered— and you save a lot of time in complet- 
ing the building. 

Not only is the original cost of Utility Wall Board less, but the first cost is the last cost — there is no maintenance or 
repair expense; while with lath and plaster you have cracked walls and ceilings that ruin decorations and cause additional 
expense. And plaster walls often collapse entirely, causing damage to furnishings and bric-a-brac, and often times injury to life 
and limb. 

Utility Wall Board is so much cleaner, easier and quicker applied, and more sanitary, that there is no comparison 
between it and the best ceiling lumber obtainable— and while lumber is rapidly increasing in price, it is deteriorating in quality 
steadily, and remember, in buying lumber, you must add one-fifth of entire surface for matching. 

Utility Wall Board does not deteriorate with age. 

You Can Obtain Utility Wall Board 

from lumber dealers, hardware dealers, paint dealers, wall paper dealers and decorators. If your dealer does not carry it in 
stock and will not get it for you, write us direct and we will be glad to make shipment for you direct from our factory, or refer 
you to a dealer in your vicinity who will supply your requirements for any purpose, from enough for the smallest repair job to 
the equipping of an entire house. 

How to Estimate a Room for Utility Wall Board 

In figuring your specifications, remember that we have long lengths that reach from the floor to the ceiling and clear 
across overhead in any ordinary room. Be sure to order the side walls long enough to reach from the floor to the ceiling, and 
your ceiling boards long enough to reach clear across the room the way the joists run. 

The side walls are put on last; so the ceiling boards should be ordered long enough to reach clear to the wall studding, 
thus permitting the side wall sheets to fit up snugly under them. 

To obtain the number of sheets necessary for the space to be covered, measure the width of the space in inches and 
divide it by 32 or 48 (depending on the width of board you wish to use), which will give you the number of sheets needed. 
The height of the room or the length of the ceiling joist will be the length needed. 

Remember, there need be no waste— if you are obliged to rip a sheet to fill out a space you can use what you saw off for 
some other space. If you are careful you can utilize every square foot of the board. 

If you are in doubt about the necessary amount needed for a room, use our estimate blank, and we will gladly estimate 

the job for you. 

Order the number of sheets of each length and width desired, rather than the number of square feet. When possible, 
make your order for full crates, as it will save you money and enable us to ship promptly. 
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How Utility Wall Board is Packed and Shipped 

Utility Wall Board is carried in stock at our factory in sheets, 5, 6, 7, 8, 9, 10, 11 and 12 feet long; both 32 and 48 
inches wide. We make lengths of 14 and 16 feet on special order. It is crated for shipment in substantial crates containing 
ten and twenty sheets, the shipping weight being approximately 800 pounds per 1,000 square feet. The shipping weight varies 
slightly owing to the variation in the weight of the crating lumber. The following table will give you more specific information 
concerning sizes, etc.: 







Sq. Feet 


Sq. Feet 






Sq. Feet 


Sq. Feet 


Size of Sheet 


Sq. Feet 


per 10 Sheet 


per 20 Sheet 


Size of Sheet 


Sq. Feet 


per 10 Sheet 


per 20 Sheet 




per Sheet 


Crate 


Crate 




per Sheet 


Crate 


Crate 


32 in. x 5 ft. 


13 Vi 


133 Yi 


2 66- 3 


48 in. x 5 ft. 


20 


200 


400 


32 in. x 6 ft. 


16 


160 


320 


48 in. x 6 ft. 


24 


240 


480 


32 in. x 7 ft. 


18 2 3 


186 2 A 


3 73} 3 


48 in. x 7 ft. 


28 


280 


560 


32 in. x 8 ft. 


2V/3 


213^ 


426-3 


48 in. x 8 ft. 


32 


320 


640 


32 in. x 9 ft. 


24 


240 


480 


48 in. x 9 ft. 


36 


360 


720 


32 in. x 10 ft. 


26 J i 


266-3 


533/s 


48 in. x 10 ft. 


40 


400 


800 


32 in. x 11 ft. 


29 J A 


293 J, 


586;3 


48 in. x 1 1 ft. 


44 


440 


880 


32 in. x 12 ft. 


32 


320 


640 


48 in. x 1 2 ft. 


48 


480 


960 



Utility Wall Board Accessories 



UTILITY CRACK FILLER 
Utility Crack Filler is furnished for filling the joints between the sheets of wall board and the depressions over the 
nail heads. It may also be used for calking around the windows of a stone or brick house, or any other place a calking paste is 
required. It is weatherproof, waterproof, and practically indestructible. One pound of Utility Crack Filler is sufficient 
for 150 lineal feet of crack. Prices on Utility Crack Filler are as follows, f. o. b. Chicago: 

1 to 3 pound cans 25c per pound 10 pound pails 18c per pound 

5 pound pails 20c per pound 20 pound pails 15c per pound 

SHELLAC 
Orange Shellac is furnished for shellacing the joints after filling with Utility Crack Filler, as well as for sizing the 
walls, if desired. The covering capacity of this shellac is about 300 square feet per gallon. If it should require thinning, use 
pure alcohol. Prices on Orange Shellac are as follows, f. o. b. Chicago: 

Quart cans $ .50 2 Gal. cans $2.85 

1 Gal. cans 1.50 3 Gal. cans 4.25 

5 Gal. cans $6.80 

NAILS — (See next page) 
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BUN G HEAD FLATHEAD A 

- I II Q No ' * - I ^>Min| No. 1 

I I «< No. 2 NAILS „ _-„;,u„uinnA w«. a 

Bung Head Nails No. 1—1%" long, Special >£ " head, for use on new work, where you wish to apply paint or tint, 

(except on ceilings, where you should use Flat Head Nails No. 1); \% lbs. to 100 sq. ft 5c per Jb. 

Bung Head Nails No. 2 — 2 " long, Special }i * head, for use on old plaster walls, where you wish to apply paint or 

tint, (except on ceilings, where you should use Flat Head Nails No. 2); 3 lbs. to 100 sq. ft 5c per lb. 

Flat Head Nails No. 1 — 1% " long, Special % " head, for use on new work, where you wish to apply wall paper; 

VA lbs. to 100 sq. ft 5c per lb. 

Flat Head Nails No. 2 — 2" long, Special % " head, for use on old plaster walls, where you wish to apply wall 

paper; 3 lbs. to 1 00 sq. ft 5c per lb. 



ESTIMATE AND SERVICE DEPARTMENT 



This department is conducted expressly for the purpose of serving our customers and prospective customers. If there is 
any special information you desire not contained in this booklet, write us and ask any questions you wish; our Estimate and 
Service Department will give you complete information on any point you do not thoroughly understand. No question is too 
trivial for us to answer. 

If you are in doubt regarding the use of Utility Wall Board for any special job or purpose, or desire information 
regarding a panel arrangement suitable for your room, don't fail to write us, giving us information that will enable us to advise 
you how you may use Utility Wall Board with the best possible results. We want to serve you and assist you to obtain 
the very best walls and ceilings possible. 

OUR SHIPPING FACILITIES 

Our factory being located on the Terminal Railway in Chicago gives us access to about forty-five different railroads 
and transportation companies which lead to all parts of the country, thus enabling us to give you very prompt shipment of 
your orders and obtain a low freight rate owing to our central location. 

Without special instructions, all orders are shipped via the most practical route. 
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What a Few Users Say About Utility Wall Board 



My room was built for a wash house, size 11x20, and there is another 
room here covered with your Utility Wall Board. It is an up-stairs stor- 
age room. Your Utility Wall Board is all right and gives good satisfaction. 
It is much cheaper than plaster and answers the same purpose. 

D. H. Thiry, 

Indiana. 

Your Utility Wall Board is the best thing seen in these parts. Please 
send me 20 sheets 10 feet long, at once. Please find enclosed a P. O. Order 
for six dollars; send balance on delivery. Arthur Baker, 

Connecticut. 

The Utility Wall Board received yesterday, 3/26, is all O. K. We are 
much pleased with it. We enclose you today draft for $12.29. May have 
use for more Wall Board later. F. H. Fritts, 

Ohio. 

Your letter of the 23rd inst. received, relative to the recent shipment of 
Utility Wall Board. You are advised that the Wall Board is all that is 
claimed for it and is satisfactory. Your name is on our mailing list, and I 
shall be pleased to send you proposals when we are in need of this line of 
material. R. W. McClaughry, Warden, 

U. S. Penitentiary, 

Kansas. 

Having used several different kinds and makes of prepared card boards, 
plaster boards, etc., not only on jobbing, but on my own work, as a test, 
and having had over forty years' experience as jobber and house builder, I 
have failed to find any of the prepared products that give the satisfaction 
that Utility Wall Board does for toughness, durability, nice, clean appear- 
ance, and finish in paint, paper, kalsomine or natural finish. 

Utility Wall Board will adjust itself to straight, circular or mitred work, 
and one can make a joint with it as close as the best of lumber — and the 
price is right. Poultry raisers will find it one of the best materials known 
for making Philo Coops, as well as all other poultry houses. 

Yours respectfully, E. H. Alden, 

New Hampshire. 



Regarding the Utility Wall Board the writer bought of you some time 
ago and that was sent to our ranch in Colorado, will say that we have 
nothing but the most favorable reports to make of it. The Wall Board was 
purchased with one object, which was, to keep out the wind, which it abso- 
lutely does. The Colorado winds are something hard to contend against, 
and we have nothing but the best reports to make of your Utility Wall 
Board. F. M. Cory, 

Illinois. 

I received the Utility Wall Board all right and I think it is all you claim 
it to be. I have finished a room with it and expect to send for a large order 
soon, i think ;t is the best of three different samples I have tried. 

U. J. Beauregard, 

Vermont. 

Referring to the Utility Wall Board which I purchased from you, was 
used in Mr. Carl C. Roessler's residence, 6301 Winthrop Ave., Edgewater. 
The Wall Board was used on the third floor and gave good satisfaction, 
and the owner was well pleased when finished and had the Wall Board 
papered and it looked very nice. Mr. Carl C. Roessler is the proprietor of 
the Kaiserhoff Hotel, on Clark Street. J. W. Flora, 

Illinois. 

P. S. — I will recommend your Utility Wall Board wherever I find an 
opportunity to do so. 



I received the shipment of Wall Board O. K. and the party on whose 
house I used it likes it fine, and said that he never will use plaster again as 
long as he can get Utility Wall Board. 

I will probably send in another order before fall, There has been a 
number of parties come to look at the Wall Board and everyone says they 
like it better than plaster. I heartily recommend it to all that haven't used 
it yet. Those that have used it know what it is, for it recommends itself 
after once used. Yours very truly, 

J. E. Stauffer, 

New Mexico, 



The town address cf each testimonial will be furnished on application — we do not want to bother these people with too 
much letter writing. 
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LINE YOUR RECEPTION HALL WITH UTILITY WALL BOARD 
The walls and ceilings of this beautiful hall are lined with Utility Wall Board, being papered with a solid color paper. When 
the joints between the sheets of wall board are filled with Utility Crack Filler you have a perfectly smooth surface over which to apply 
wall paper. 

Utility Wall Board is adaptable to any scheme of architecture or decorative effect. By panelling your hall in one of the many 
artistic panel effects that are obtainable by the use of Utility Wall Board, and decorating the walls and ceiling with a flat tone paint 
or tint you can obtain a very attractive and artistic decorative effect. 
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YOUR LIVING ROOM SHOULD BE ARTISTIC AND HOMELIKE 
A very artistic and homelike living room can be obtained by using Utility Wall Board in this panel design. Note the heavy beam 
ceiling with lighter decorative strips on the side walls, thus producing a very tasty and harmonious decorative scheme. These ceil- 
ing beams are made from one-inch boards, being box beams, and can be obtained from nearly any lumber dealer at a cost of about 8 
to 10 cents per lineal foot for pine, or about 14 to 16 cents for oak. Many other beautiful designs can easily be worked out to suit 
one's own individual taste. 
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ISN'T THIS A BEAUTIFUL DINING ROOM? 
Can you imagine anything more artistic and nobby than this beam ceiling with the neatly panelled side walls? Many other handsome 
and desirable panel arrangements can be obtained by using Utility Wall Board. If you do not wish panels above the plate rail you 
can apply a 32 or 48-inch sheet of wall board horizontally around the room above the plate rail, making a plain frieze. This can 
be finished very artistically with a nice stencil design in flat tone paint if desired; or the walls and ceiling can be decorated with an 
ordinary oil paint or tint. (See paint and tint makers' specifications, pages 20 and 21.) The ceiling beams in this room are made of 
one-inch boards, being box beams, and can be obtained from nearly any dealer at a very small expense. 
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AN IDEAL BATHROOM LINED WITH UTILITY WALL BOARD 
Your bathroom can be made so quiet that the water running in the bath tub cannot be heard in the next room. A paint or enamel 
finish will make it very clean and sanitary. When painted with an oil paint, or enameled, you can wash the walls whenever you wish. 
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UTILIZE YOUR ATTIC IN THIS MANNER 
Make a nice comfortable bedroom, or playroom for the children, out of the waste space in your attic by lining it with Utility Wall 
Board. You can utilize every foot of space with very little labor and expense — do the work yourself in spare moments. Note the neat 
panel arrangement of the above attic. When paneled in this way, the panel strips being stained, and the walls and ceiling painted with 
an ordinary oil or flat tone paint, you have an ideally clean and sanitary sleeping or playroom. 
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A MODERN LAUNDRY ROOM 
_ An ideal laundry room built in your basement or some outbuilding, and lined with Utility Wall Board, will please the women folks. 
This laundry is painted with two coats of ordinary oil paint, thus making the walls absolutely proof against steam and moisture, which 
cause plaster to disintegrate and fall off. A clean, sanitary laundry is a valuable addition to any home. 
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THIS BILLIARD ROOM IS LINED WITH UTILITY WALL BOARD 
There is nothing better for lining a billiard room than Utility Wall Board because it resists the passage of sound; it is not so easily 
marred as a plaster wall; it is easily and quickly put up; and it makes the room clean, artistic and attractive. 
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Specifications furnished by 
The Billings-Chapin Co., Cleveland, Ohio 

The Decoration of Utility Wall Board is a Very Simple Operation. 
Apply two coats of Billings-Chapin Flat Wall Finish in color desired, 
using a soft bristle brush. 

No previous preparation of the board is necessary. This is a very desir- 
able feature, as it does away with a coat of size and the cost of its applica- 
tion. Beautiful panel effects and stencil decorations can be easily produced 
at a low expense. 

Sample color card and stencil catalogue can be had upon application. 
Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

The Billings-Chapin Co., 

Cleveland, Ohio 

Specifications furnished by the 
Heath & Milligan Mfg. Co., Chicago, 111. 

FIRST COAT 

Apply Durotone as follows : 

To one gallon of Durotone Wall Size add a quart of color to be used, 
reduced to the same consistency as the size. Apply to Utility Wall Board 
with a full brush. Be sure that the surface is thoroughly satisfied so that 
the second or finishing coat will dry smooth and even and without spots. 

SECOND COAT 

Allow first coat to stand at least twenty-four hours before applying 
second coat. 

Apply Durotone as received in the package, after thoroughly stirring. 
However, if any reduction is necessary, use pure turpentine. Use a mod- 
erately full brush and apply smooth, even coats. Do not flow on so heavy 
that there is a possibility of the finish sagging. 

If these simple directions are followed Durotone will dry with a beautiful 
flat finish. 

The above specifications will produce a soft, dull finish. Other special 
finishes can be produced in the following manner : 

A number of very attractive finishes can be obtained by stippling a darker 
shade over a lighter to imitate burlap, straw paper, etc. Instructions and 
samples will be sent on application. 

Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

Heath & Milligan Mfg. Co., 

Chicago, 111. 



Specifications furnished by 
The Glidden Varnish Co., Cleveland, Ohio 

FIRST COAT 

Apply a priming coat of thin orange shellac, allowing this to dry twelve 
to twenty-four hours, according to weather conditions and temperature. 

ADDITIONAL COATS 

Follow with a coat of Glidden's Waterproof Flat Finish in color desired. 
Allow this to dry twenty-four to forty-eight hours, and follow with a finish- 
ing coat of Glidden's Waterproof Flat Finish of same color as first coat. 
The last coat may be stippled or left in the smooth, flat finish, as desired. 
Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

The Glidden Varnish Co., 

Cleveland, Ohio 

Specifications furnished by 
Sherwin-Williams Co., Cleveland, Ohio 

How to Produce S-W Flat-Tone Effects on Utility Wall Board. 

Utility Wall Board should first be primed with a mixture composed of 
S-W Flat-tone Mixing Size and S-W Liquid Flat-tone — equal parts. Over 
this two coats of the lighter or one coat of the darker colors will usually 
give very good results. Allow at least twenty-four hours for drying or 
hardening between coats. (Liquid Flat-tone can be thinned with turpen- 
tine if necessary). 

Covering capacity: — When used over Utility Wall Board one gallon of 
S-W Liquid Flat-tone will cover between three hundred and fifty and four 
hundred square feet, two coats. 

How to produce S-W Flat-Tone System Effects on Utility Wall Board. 

First a suitable foundation of Flat-tone should be applied in accordance 
with the above specification. One coat of S-W Flat-tone Glazing Liquid, 
previously tinted to the desired color with S-W Flat-tone Glaze Colors, 
should then be roughly applied and stippled with a crumpled cloth or stip- 
pling brush. For darker or lighter effects use more or less Glaze Colors in 
the Glazing Liquid. 

Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

The Sherwin-Williams Co., 

Cleveland, Ohio 
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Specifications furnished by 
The Lowe Brothers Company, Dayton, Ohio 

The Use of Lowe Brothers Mellotone on Utility Wall Board. 

FIRST COAT 

Apply Lowe Brothers Sealcote, tinted with the color of Mellotone which 
will be used for the last coat, in proportion of three quarts of Sealcote to 
one quart of Mellotone. 

SECOND COAT 

Allow the first coat to stand at least forty-eight hours, then apply one 
coat of Lowe Brothers Mellotone, in color desired, stirring and using accord- 
ing to directions on the can. (The Mellotone is ready for use, only ordinary 
stirring, to give uniform consistency, being required.) 

If an additional coat is needed to give heavier effect, allow not less than 
twenty-four hours between coats. With lighter colors two coats are some- 
times necessary. 

The following of these specifications will produce, without difficulty, a 
soft, dull finish that is permanent, sanitary, washable, not easily marred and 
in every way satisfactory. 

If colors other than regular colors are desired, they may be produced by 
mixing two Mellotone Colors, or by tinting White Mellotone with colors of 
the same paint or with High Standard Colors in Oil reduced with turpen- 
tine. In either of these ways a very great variety of artistic and attractive 
colors and tints may be secured. 

Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

The Lowe Brothers Company, 

Dayton, Ohio 

Specifications for 
Applying Alabastine Over Utility Wall Board 

If a plain coat is required, no preparation of the board is necessary. 
Alabastine mixed and used according to the directions on the package will 
produce pleasing results in white or any of the tints. 

If a stippled effect is desired, the Utility Wall Board should first be given 
a coat of Alabastine mixed rather thin, then the second coat may be applied 
thick and gone over with a stippler. This gives a beautiful pebbled effect 
that is charming. 

The Utility Wall Board as a base for applying is very desirable, not 
having the great amount of suction or absorption sometimes found in 
prepared boards. 

Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

Alabastine Company, 

Grand Rapids, Mich. 



Specifications furnished by 
Acme White Lead & Color Works, Detroit, Mich. 

To Finish Utility Wall Board with Acme Quality No-Lustre Finish. 
FIRST COAT 

Mix together four parts of Acme Quality No-Lustre Finish and one part 
each of Acme Quality Light Hard Oil Finish and pure turpentine. Brush 
on in the same manner as ordinary paint, spreading evenly on the surface 
to avoid runs. 
SECOND COAT 

Allow first coat to stand twenty-four hours. Then apply Acme Quality 
No-Lustre Finish in color desired, just as received in the can. If, however, 
the Finish should be too heavy to work freely, thin with a very little pure 
turpentine, being careful not to add too much, or the body will be impaired. 
Brush on in the same manner as ordinary paint, spreading evenly on the 
surface to avoid runs. 

The above specifications will produce a soft, lustreless finish. Other 
special finishes can be produced in the following manner: 

To Make Light Tints — We recommend that Acme Quality No-Lustre 
Finish colors be mixed with the white, in proper proportion to produce the 
desired tint. Light tints may also be made by the addition of a small 
amount of Oil Colors (preferably Master Painters' Colors, Acme Quality) to 
No-Lustre White. Oil Colors should always be thinned to a brushing con- 
sistency with pure turpentine before adding to the No-Lustre Finish. 

If an Enamel Finish is Desired — Apply one or two coats of Acme Quality 
Interior Enamel over the Acme Quality No-Lustre Finish. 

Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

Acme White Lead & Color Works, 

Detroit, Mich., U. S. A. 

Specifications for use of 
Johnston's Dull Kote Paint Over Utility Wall Board 

Apply one coat of Dull Kote Paint direct to the Wall Board, using an 
ordinary four inch brush for the purpose. 

After same is thoroughly dry, apply a coat of glue size and follow with 
one more coat of Dull Kote of the same shade. 

Two coats of Dull Kote in any shade will cover perfectly and can be 
washed, scrubbed and cleaned with soap and water without in any way 
injuring the material. 

One gallon of Dull Kote Paint will cover about six hundred square feet 
of surface, one coat. 

Our Decorative Department will be pleased to supply any further inform- 
ation desired regarding the decoration of Utility Wall Board. 

The R. F. Johnston Paint Co., 

Cincinnati, Ohio 
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AN UP-TO-DATE STABLE 
You can make your stable or barn very warm and clean by lining it with Utility Wall Board. Your harness and carriage room 
should also be lined with Utility Wall Board, thus making them dust and dirt proof. Utility Wall Board is meeting with universal 
favor for lining all kinds of barns and outbuildings. 
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A CLEAN WARM GARAGE APPEALS TO THE AUTOMOBILE OWNER 
A garage lined with Utility Wall Board is clean and dustproof. Being a non-conductor of heat and cold, Utility Wall Board makes 
the garage warm in cold weather, and keeps out the summer heat in warm weather. When given two coats of good oil paint the 
water and dampness incident to washing an automobile will not affect the walls in the least. You can obtain enough Utility Wall 
Board from your local dealer or from us to line a garage, size 16 by 20 feet, 9-foot ceiling, for about $23.00. 
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